REElink

Release Notes

Firmware Version(s):
V1.03

Release Date:
27th August 2021

Applicable Models:

mini-pro

Changes/Fixes/Enhancements Included:
e  NEW: Source Switching from PVW
o  Switching sources by touching the source preview is now supported, emulating the functions of the input selection
buttons and providing a further interactive method for ease of selecting a source
NEW: Control PTZ Cameras from PVW

o  When switching between signal sources the matching PTZ camera control is automatically assigned to the

Jjoystick/toggle controls, allowing immediate control of the camera without the need to navigate to menus
o  Pressing (clicking) the Joystick will open the PTZ menu (previously this action switched HDMI output between
PGM/PVW views)
o  Note the connected PTZ camera is for the active layer. If PIP is enabled the SUB (PIP foreground) layer is the default
and connected to both the switching and PTZ controls.
e  NEW: Auto PVW Display
o A menu setting Settings | Auto PVW enables the PVW to be auto displayed at a preset time interval following use of
menu, or prevented from being auto displayed (Off)
NEW: FAST Mode PST Indicator

o  The source for the currently selected layer for PST now flashes yellow, matching the border colour of the source in the
PVW multi-view

o  Note that if the source is currently in use on PGM, the constant red button colour takes precedence (the source will
not flash yellow)
NEW: Recording
o  FLV files with combined (embedded) video and audio are now enabled and the standard output format. (Previously
separate MPEG-4 and WAV files were recorded to disk).
o  Feature requires mini-pro USB Recording Firmware V1.25 or later

=  This mini-pro FW V1.02 should be installed before installing the mini-pro USB Recording
Firmware V1.25.
»  Refer separate TB/Release Notes for instructions.
NEW: Output Resolution Support
o 1080p23.98, 1080p29.27 and 1080p59.94 are added the Output | Format options
UPDATE: Menu Enhancements

o  System Font is now common with other mini devices

o Settings | Language menu is improved for system commonality
o  Recording Time: Remaining time ‘mins’ display changed to ‘min’ in preview mode
UPDATE: Webcam Video Output Options

For support, contact us:


http://www.rgblink.com
http://www.rgblink.com/contact-support

REElink
o  The Webcam (USB 3.0) output options are refined to be PVYW, PGM and TP

o  Note: The HDMI Output includes options for PYW, PGM, TP plus HDMI 1, HDMI 2, HDMI 3 and, HDMI 4 for video
output
o  Note: If Output | HDMI Output is set to HDMI 1, HDMI 2, HDMI 3 and HDMI 4, the Output | Webcam (USB 3.0)
setting will be defaulted and set to PGM exclusively.
e  FIX: PIP | Picture Layer Operations
o  MAIN and SUB layer settings are limited to prevent out-of-range pixel settings and to ensure display is consistent as
expected
e  FIX: PIP Parameters PGM to PST
o In TBAR mode when switching PIP parameters (settings) are now correctly loaded in the menus.

o Note: If in PIP menu at time of switching PST<->PGM, exit end enter the menu to refresh the on screen parameters
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